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Technical characteristics:

e The quick couplings of the Series BF (ball face) were primarily developed for applications in the
chemical industry.

* They can be used for both, non-lubricating (such as demineralized water, process liquids, ,dry”
gases, solvents) and lubricating media (such as oils, soap solutions).

e The fitting components are produced in stainless steel 1.4404 and/or 1.4571 (AISI 316 | /
316 ti). The media compatibility results from the characteristics of the stainless steels in
combination with the used seal quadlities. The seal qualities which can be chosen are FPM and
perfluorine elastomers — a part of the used seals is always in PTFE.

* Quick couplings of the BF-Series can be cleaned in an exemplary way due to their adjustable
ball face cleansing position.

 Each BF coupling is equipped with an automatic lock and thus has a simple push to connect
operation.

e Squirtfree connection and/or disconnection is possible with very little air inclusion and spillage.

* Pressure retaining protection caps (additional sealing system) can be supplied for the self-sealing

adaptor in stainless steel 1.4404 and/or 1.4571 (AISI 316 | / 316 ti).

Connection of the coupling:

Self sealing coupling and self sealing adaptor each have the same imperial, female end connection
thread.

The plane face at the end of the thread is vertical to the connection thread. Thus flat seals can be
inserted between connection thread and fitting provided that these meet the particular working
pressure.

Mainly recommended are connection parts to DIN 3852, part 11, screwed end with sealing by
soft packing.

In many cases the sealing on the outer diameter of the connection thread with Teflon tape is
sufficient in practice.

NPT and UNF threads are also available on request.






