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Instructions for fitting of
housing and valve seals

Clamp the coupling housing
inta a device and unscrew the
end plug, loose circlip, push
back the valve, remove lok-
king sleeve (locking balls will
fall out).

Housing seal

Remove vaive spring and val
ve. Remove old housing seal
with suitable fool. Moisten
new seal with water and push
it into the seal groove using a
blunt screwdriver or similar
tool untl it snaps in. Do no
twist or damage the seals.
Take care that the seal fits
close at the housing with all
surfaces.

Valve seal

Detach vaive bush from valve
bolt (remove pin). Remove old
valve seal with suittable tool.
Draw carefully new seal with
fingers over the valve point
until valve seat and then push
the seal into the groove with a
bluni screwdriver. Connect
valve bush with valve bolt by
means of a pin.

Assembly

The assembly of seif-sealing
coupling or self-sealing ad-
aptor is done by reversing the
above procedure. Pay attenti-
on that the valve spring fits
well in the end plug butment
and ihat seal between end
plug and coupling housing
andfor self-sealing adaptor
body is cleaned and properly
inserted.
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001 Coupling housing
002 Locking sleeve
003 End plug

005 Valve spring

006 Locking spring
007 Housing seal
708 Valve seal

708 End plug seal

710 Locking balls

711 Circlip

010 Self-sealing adaptor body
040 Valve complete

041 Vaive boit

042 Valve bush

045 Valve butment

The part numbers of spare pars
aré completed by the type num-
bers as per order sheet.

Order example:

Coupling housing type LP-032
Part-no.: LP-032/001

In case of end plugs the part
number of the required end con-
nection is to be added as per
order sheet.

Order example,

End plug type LP-032 with BSPP
2 male thread:

Pdrt-no.; LP-032/003-.-\WR080




